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FEATURES

» Suitable for High Speed printing

« Designed for Roll4o-Roll Applications

+ Developed for LED and Mercury Vapour UV Lamps
+ Good Gloss Levels

« Excellent Colour Gamut

« Supported by NUtec Digital’s Ink Delivery System
Warranty

OVERVIEW

Amethyst ASO-RTR-MX is a fast curing, flexible UV

ink suitable for LED as well as Mercury Vapour UY
lamps and designed for self-adhesive as well as
flexible medias.

The A-50RTR-MX performs well in a demanding,

high speed printing environment and is ideal for

printers producing high volume b\'”bourd—fype
applications.

Spectra Nova JA 80/256

51 bottles

CMYKlclm - 12 Months
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The ink is NVC free ensuring the product is

comp“cm’r with future regu|0tory requirements.

This formula is designed for compatibility across a
broad range of print head models and features a
superior colour gamut for brigh‘r, vivid images.

Provided the inks are used in regu|cr opp\ico‘rions,
using suitable substrates, the printed images will last
for up to 24 months.

Storage & transit temperatures: °5+C to °35+C
Store in a cool, dry areq, not directly on the floor and away from direct sunlight

Temperature: °19+C to °28+CRelative Humidity: %30 to %80 Non<ondensing
To be used in conjunction with NUtec maintenance fluids and cleaning solutions

info@nutecdigital.com OR www.nutecdigital.com



