FEATURES

- Fast Drying for High Speed Printing

« High Gloss Finish
- Excellent Reliability
+ Wide Colour Gamut

+ Excellent Outdoor Durability

nutec

TAL INK

fa1. 1100

- Supported by NUtec Digital's Ink Delivery System Warranty

OVERVIEW

The Topaz T-25MX is a general purpose, mild Provided the inks are used in regular applications,
solvent ink designed for use in 80-42pl printheads using suitable substrates, the printed images will not
such as Spectra®, Hitachi Koki® and Xaar®. fade unduly for up to two years.

The Topaz T-25MX ink features a wide colour gamut

and is suitable for a wide range of self-adhesive and

flexible substrates.

PRINT HEAD COMPATIBILITY

PACKAGING CONFIGURATIONS

SHELF LIFE

SHIPPING AND STORAGE
INFORMATION

OPERATING SPECIFICATIONS

Ref.ne. NU T-25MX v1. All frademarks recognised. E&OE

Xaar 45) 360/128pl), Xaar 80) 200/128pl), Xaar 80) 80/500pl), HK 48
Spectra Nova JA 80/256, Spectra Skywalker JA 50/128, Spectra SL 80) 128pl], Spectra
SM 50) 128pl), KM 256, KM 512, KM 1024

51 Bottle

18 months

Storage & transit temperatures: °5+C to °35+C
Store in a cool, dry areq, not directly on the floor and away from direct sunlight

Temperature: °19+C to *28+C; Relative Humidity: %30 to %80 Non<ondensing
To be used in conjunction with NUtec maintenance fluids and cleaning solutions

FOR DEALER OR OTHER NUTEC DIGITAL INK PRODUCTS PLEASE CONTACT info@nutecdigital.com OR www.nutecdigital.com



