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item code : TPM-S150

Product Description

■ Polyester Light Banner for Wider Format Inkjet Printing

■ Suitable for universal applications such as street banner, wall hangings, indoor/outdoor graphic etc.

Based Material

■ 100% woven polyester white dyed.

■ WP : 100% polyester D.T.Y  150D

■ WT : 100% polyester D.T.Y  150D

■ Yarn Weight : 100 g/㎡

Coating Components

■ Milky-white liquid, Solution involving organic solvent and PVC

■ Coating Weight : 20 g/㎡

Coating Method 

■ Knife Coating Method

Technical Data

warp 150 Surface Matt

wert 150 FR treatment Non-FR

0.2 mm 914

120 g/㎡` 1065

warp 80.6 1270

wert 61.2 1370

warp 760 1524

wert 600 1800

warp 11.3 2000

wert 20.7 2500

Compitable Ink

Solvent

Eco-Solvent

UV Curable

Latex

Core 3"

  * Tensile Strength : Grab Method (10x15cm) [kgf]=0.102x[N]

  * Tearing Strength : Pendulum Method [kgf]=0.102x[N]

  * Colorfastness to Light 20 hrs. : Xenon arc lamp weather-0-meter : Blue scale

Customs 

■ Dutycode : 5903.90-0000

■ Discription : Textile fabrics impregnated, coated, covered or laminated with plastic.

Colorfastness to light 20 Hrs.* grade 4

Denier

Width

(mm)

Tearing Strength*

Weight

Thickness

Tensile Strength*

Fabric Count
(pick/2.54cm)


